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LAMINATE: 

Thickness 
& 

Tolerance 

Construction RC% 2GHz Dk 2 GHz Df 10 GHz Dk 10 GHz Df 40 GHz Dk 40 GHz Df 

0.0020 ± 0.0005 1 106             74% 3.18 ± 0.039 0.0064 ± 0.00010 3.13 ± 0.039 0.0066 ± 0.00009 3.12 ± 0.039 0.0069 ± 0.00009 

0.0020 ± 0.0005 1 1035 
     

  70% 3.22 ± 0.035 0.0062 ± 0.00009 3.18 ± 0.035 0.0065 ± 0.00008 3.17 ± 0.035 0.0068 ± 0.00008 

0.0020 ± 0.0005 1 1067 
     

  70% 3.22 ± 0.035 0.0062 ± 0.00009 3.18 ± 0.035 0.0065 ± 0.00008 3.17 ± 0.035 0.0068 ± 0.00008 

0.0025 ± 0.0005 1 1078 
     

  63% 3.31 ± 0.023 0.0060 ± 0.00006 3.26 ± 0.023 0.0064 ± 0.00005 3.25 ± 0.023 0.0067 ± 0.00005 

0.0030 ± 0.0005 1 1078 
     

  68% 3.25 ± 0.016 0.0062 ± 0.00004 3.20 ± 0.016 0.0065 ± 0.00004 3.19 ± 0.016 0.0068 ± 0.00004 

0.0035 ± 0.0005 1 2013 
     

  55% 3.42 ± 0.022 0.0057 ± 0.00006 3.38 ± 0.022 0.0061 ± 0.00005 3.36 ± 0.022 0.0064 ± 0.00005 

0.0040 ± 0.0005 2 1035 
     

  70% 3.22 ± 0.003 0.0062 ± 0.00001 3.18 ± 0.003 0.0065 ± 0.00001 3.17 ± 0.003 0.0068 ± 0.00001 

0.0040 ± 0.0005 2 1067 
     

  70% 3.22 ± 0.003 0.0062 ± 0.00001 3.18 ± 0.003 0.0065 ± 0.00001 3.17 ± 0.003 0.0068 ± 0.00001 

0.0040 ± 0.0005 1 2013 
     

  60% 3.35 ± 0.011 0.0059 ± 0.00003 3.30 ± 0.010 0.0063 ± 0.00002 3.29 ± 0.010 0.0066 ± 0.00002 

0.0040 ± 0.0005 1 2116 
     

  50% 3.50 ± 0.026 0.0055 ± 0.00007 3.45 ± 0.025 0.0059 ± 0.00006 3.44 ± 0.025 0.0062 ± 0.00006 

0.0050 ± 0.0007 1 2116 
     

  59% 3.37 ± 0.021 0.0059 ± 0.00006 3.32 ± 0.021 0.0062 ± 0.00005 3.31 ± 0.021 0.0065 ± 0.00005 

0.0050 ± 0.0007 2 1078 
     

  63% 3.31 ± 0.002 0.0060 ± 0.00001 3.26 ± 0.002 0.0064 ± 0.00000 3.25 ± 0.002 0.0067 ± 0.00000 

0.0060 ± 0.0007 2 1078 
     

  68% 3.25 ± 0.001 0.0062 ± 0.00000 3.20 ± 0.001 0.0065 ± 0.00000 3.19 ± 0.001 0.0068 ± 0.00000 

0.0070 ± 0.001 2 2013 
     

  55% 3.42 ± 0.022 0.0057 ± 0.00006 3.38 ± 0.022 0.0061 ± 0.00005 3.36 ± 0.022 0.0064 ± 0.00005 

0.0070 ± 0.001 2 1078 + 1 1035 
  

  65% 3.29 ± 0.005 0.0061 ± 0.00001 3.24 ± 0.005 0.0064 ± 0.00001 3.23 ± 0.005 0.0067 ± 0.00001 

0.0080 ± 0.001 2 2116 
     

  50% 3.50 ± 0.026 0.0055 ± 0.00007 3.45 ± 0.025 0.0059 ± 0.00006 3.44 ± 0.025 0.0062 ± 0.00006 

0.0080 ± 0.001 2 2013 
     

  60% 3.35 ± 0.011 0.0059 ± 0.00003 3.30 ± 0.010 0.0063 ± 0.00002 3.29 ± 0.010 0.0066 ± 0.00002 

0.0080 ± 0.001 2 1078 + 1 1035 
  

  69% 3.24 ± 0.004 0.0062 ± 0.00001 3.19 ± 0.004 0.0065 ± 0.00001 3.18 ± 0.004 0.0068 ± 0.00001 

0.0090 ± 0.001 1 2116 + 1 2116 
  

  55% 3.42 ± 0.012 0.0057 ± 0.00003 3.38 ± 0.012 0.0061 ± 0.00003 3.37 ± 0.012 0.0064 ± 0.00003 

0.0100 ± 0.001 2 2116 
     

  59% 3.37 ± 0.004 0.0059 ± 0.00001 3.32 ± 0.004 0.0062 ± 0.00001 3.31 ± 0.004 0.0065 ± 0.00001 
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Thickness 
& 

Tolerance 

Construction RC% 2GHz Dk 2 GHz Df 10 GHz Dk 10 GHz Df 40 GHz Dk 40 GHz Df 

0.0100 ± 0.001 2 2116 + 1 1078 
  

  51% 3.49 ± 0.004 0.0056 ± 0.00001 3.44 ± 0.004 0.0060 ± 0.00001 3.43 ± 0.004 0.0063 ± 0.00001 

0.0100 ± 0.001 2 1078 + 1 2013 
  

  65% 3.29 ± 0.002 0.0061 ± 0.00001 3.24 ± 0.002 0.0064 ± 0.00001 3.23 ± 0.002 0.0067 ± 0.00001 

0.0120 ± 0.0015 2 2013 + 1 2116 
  

  57% 3.40 ± 0.014 0.0058 ± 0.00004 3.35 ± 0.014 0.0062 ± 0.00003 3.34 ± 0.014 0.0065 ± 0.00003 

0.0140 ± 0.0015 2 2116 + 1 2116 
  

  56% 3.40 ± 0.009 0.0058 ± 0.00002 3.36 ± 0.009 0.0062 ± 0.00002 3.34 ± 0.009 0.0065 ± 0.00002 

0.0140 ± 0.0015 2 1078 + 2 2116 
  

  57% 3.39 ± 0.007 0.0058 ± 0.00002 3.34 ± 0.007 0.0062 ± 0.00001 3.33 ± 0.007 0.0065 ± 0.00001 

0.0150 ± 0.0015 2 2116 + 1 2116 
  

  59% 3.37 ± 0.004 0.0059 ± 0.00001 3.32 ± 0.004 0.0062 ± 0.00001 3.31 ± 0.004 0.0065 ± 0.00001 

0.0160 ± 0.0015 4 2116 
     

  50% 3.50 ± 0.007 0.0055 ± 0.00002 3.45 ± 0.006 0.0059 ± 0.00001 3.44 ± 0.006 0.0062 ± 0.00001 

0.0160 ± 0.0015 2 1078 + 3 2013 
  

  60% 3.36 ± 0.020 0.0059 ± 0.00005 3.31 ± 0.019 0.0063 ± 0.00004 3.30 ± 0.019 0.0066 ± 0.00004 

0.0180 ± 0.0015 2 2116 + 2 2116 
  

  55% 3.42 ± 0.002 0.0057 ± 0.00001 3.38 ± 0.002 0.0061 ± 0.00001 3.37 ± 0.002 0.0064 ± 0.00001 

0.0200 ± 0.002 2 2116 + 3 2116       50% 3.50 ± 0.010 0.0055 ± 0.00003 3.45 ± 0.010 0.0059 ± 0.00002 3.44 ± 0.010 0.0062 ± 0.00002 
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PREPREG: 

Glass RC% 2 GHz 
Dk 

2GHz Df 10GHz 
Dk 

10GHz 
Df 

40GHz 
Dk 

40GHz 
Df 

Thickness 
(inches) 

106 78 3.13 0.0065 3.09 0.0067 3.08 0.0070 0.0024 

1035 78 3.13 0.0065 3.09 0.0067 3.08 0.0070 0.0029 

1067 77 3.14 0.0065 3.10 0.0067 3.09 0.0070 0.0028 

1078 68 3.25 0.0062 3.20 0.0065 3.19 0.0068 0.0031 

1078 71 3.21 0.0063 3.16 0.0066 3.15 0.0069 0.0034 

1080 68 3.25 0.0062 3.20 0.0065 3.19 0.0068 0.0031 

2013 60 3.35 0.0059 3.30 0.0063 3.29 0.0066 0.0041 

2116 58 3.38 0.0058 3.33 0.0062 3.32 0.0065 0.0050 
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